NEMA 4-4X ENCLOSURES

The 1412 CHSS stainless steel
hinged cover oil and dust tight
troughs are used indoors or out-
doors to protect the enclosed
controls from dust, dirt, oil and
water splashing. The box and
cover are made from 16 GA (Type
304) stainless steel with all seams
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continuously welded. The open-
ing has a flange around all sides
which increases rigidity and
ensures complete contact with
the oil resistant high quality
seamless poured gasket. The
door is secured by convenient "4
turn locks and can be opened

1412 CHSS

over 180°. Internal mounting
holes are provided and a wall
mounting kit is supplied. The
enclosures are unpainted and
brushed smooth.

CSA Certified / UL Listed
NEMA 4X / IP66
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WGHT
D | E_l LBS.

1412 CHSS020212 2.5 12
1412 CHSS020218 25 18
1412 CHSS020224 2.5

1412 CHSS020230 25

1412 CHSS020236
1412 CHSS020248
1412 CHSS020260
1412 CHSS020272
1412 CHSS040412
1412 CHSS040418
1412 CHSS040424
1412 CHSS040430
1412 CHSS040436
1412 CHSS040448
1412 CHSS040460
1412 CHSS040472
1412 CHSS060612
1412 CHSS060618
1412 CHSS060624
1412 CHSS060630
1412 CHSS060636
1412 CHSS060648
1412 CHSS060660
1412 CHSS060672
1412 CHSS080812
1412 CHSS080824
1412 CHSS080836
1412 CHSS080848
1412 CHSS080860
1412 CHSS121224
1412 CHSS121236
1412 CHSS121248
1412 CHSS121260
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Suggested
Accessories
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16.75
22.75
28.75
34.75
46.75
58.75
70.75
10.75
22.75
34.75
46.75
58.75
22.75
34.75
46.75
58.75

0.406
0.406
0.406
0.406
0.406
0.406
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0.406
0.406
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0.406
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0.406
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0.406
0.406
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0.750
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eurobex

Quick
Features :
e Yaturn
locks
* 180 ° door
opening
 Stainless
steel

Visit

WWW.
jimdgray

.com
for details.

Call us
1-972-699-
9976

Data subject to
change without
notice.
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